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Complete all items at time of 5-year, acceptance, or alteration tests. Complete asterisk (*) items for annual inspection.  
Write "N/A" if not applicable. Forms will be returned if not completed.
LBS
LBS
ft./min.
ft./min.
ft./min.
ft./min.
ft./min.
ft./min.
ft./min.
*Hoist Rope Tension Device:
*Safety Rope Tension Device:
*Power Cord Catch Basket:
NA
FAIL
PASS
*Hoist Rope Condition:
*Safety Rope Condition:
*Guide Rope Condition:
*Guide Rope Tension Device:
PASS
FAIL
NA
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Wind Tower Lift Test and Inspection Report
Iowa Workforce Development - Division of Labor
1000 East Grand Avenue - Des Moines, Iowa 50319-0209
Phone: 515-281-5415 · Fax: 515-242-5076
309-6713 (11-11)
The above test and inspection were performed in compliance with IAC Chapter 72.12(9)
Equal Opportunity Employer/Program
Auxiliary aids and services are available upon request to individuals with disabilities.
 For deaf and hard of hearing, use Relay 711.
Wind Tower Lift Test and Inspection Report
*Run Indicator Light:
*Operating Controls:
*Stop Switch (E-Stop):
*Remote Key Switch:
*Bypass Key Safety Switch:
*Interior Floor:
*Interior Lighting:
*Lift Framework:
*Entry Door Contacts:
*Enclosure Access:
*Enclosure Signage:
*Mfr. Dataplate:
*Hoisting Mechanism Visual Inspection:
*Safety Mechanism Visual Inspection:
*Slack Cable Mechanism Visual Inspection:
*Remote Operating Controls:
*Communications Device:
*Hoist Rope Safety:
*Hoist Rope Safety Switch:
*Safety Rope Safety:
*Safety Rope Safety Switch:
*Slack Cable Safety:
*Slack Cable Safety Switch:
*Lift Guide Shoes:
*Suspended Power Cords (strain relief):
*Normal Lower Limit:
*Final Lower Limit:
*Normal Top Limit:
*Final Top Limit:
*Hoisting Mechanism (cartop):
*Motor Overspeed Devices:
Overload Device:
Overload Audible Alarm:
Overload Indicator Light:
*Top/Bottom Flasher Lights:
*Condition Of Landing Gates/Fencing:
*Hoist Rope Tag:
*Safety Rope Tag:
*Guide Ropes Tags:
*Suspension Guide Attachment Beam:
*Suspension Guide Beam Bolt Torque Stripes:
*Beam Weld Visual Inspection:
*Beam Tower Attachments:
*Top Hoist Rope Attachments:
*Top Safety Rope Attachement:
*Top Guide Ropes Attachments:
PASS
FAIL
FAIL
PASS
*Lift and Access Areas Free of Oil and 
Debris:
NA
NA
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Remarks and Repairs Made: (explain deficiencies in the space below)
*Company performing test shall install test tag in lift
8.2.1.4029.1.523496.503679
Labor
Iowa Workforce Development, Division of Labor,Wind Tower Lift Test and Inspection,
IWD
309-6713 Wind Tower Lift Test and Inspection
	Annual: 0
	FiveYear: 0
	Acceptance: 0
	Alteration: 0
	PassedInspection: 0
	FailedInspection: 0
	StatePermitIDNumber: 
	InstallationCodeYear: 
	AlterationCodeYear: 
	MaximumOverloadAllowed: 
	FailedTest: 0
	PassedTest: 0
	SerialNumber: 
	Manufacturer: 
	DateTested: 
	OwnerName: 
	OwnerAddress: 
	ElevatorLocation: 
	ElevatorAddress: 
	GPLocator: 
	HoistRopeSafetySetDistance: 
	GuideRopesReplacementInterval: 
	ConditionOfHoistRopeAfterTest: 
	SafetyRopeReplacementInterval: 
	COnditionOfHoistSafetyAfterTest: 
	MaintenanceLogsOnSite: 
	OwnerDesignation: 
	RatedSpeed: 
	SafetyRopeSafetyTripSpeed: 
	LoadedSpeedUp: 
	SafetyROpeSafetySetDistance: 
	LoadedSpeedDown: 
	SlackCableSafetySetDistance: 
	EmergencyDescentSpeed: 
	UnloadedSpeedUp: 
	ConditionOfSafetyROpeAfterTest: 
	UnloadedSpeedDown: 
	HoistRopeReplacementInterval: 
	UnloadedEmergencyDescentSpeed: 
	HoistRopeSafetyTripSpeed: 
	CheckBox1: 0
	TypeOfMachine: 
	RatedLoad: 
	HourMeterReading: 
	QEIProvider: 
	QEINumber: 
	TestWitnessBy: 
	DateTwo: 
	MechanicPerformingTest: 
	DateOne: 
	CompanyPerformingTest: 
	ElevatorCoAddress: 
	TextField1: 



